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ACEI3D
CLUTCH / IGNITION X-POWER YAMAHA YZF 4
PROTEZIONE FRIZIONE / ACCENSIONE X-POWER

A - (1 PCS)

ACERBIS PARTS

B - (1 PCS)

N

C- (7 PCS)

To mount the X-Power Clutch cover, begin by unscrewing the
brake pedal bolt (D) as illustrated in the image.

Per facilitare il montaggio del X-Power, togliere il pedale svitando
la vite (D).

Assemble the X-Power ignition protection (B) with the original
screws and washer (C). Torque max indicated on the user manual
of the bike.

Montare la protezione accensione X-Power (B) con le viti originali
e le boccole (C). Coppia di chiusura come riportato su manuale
moto.
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Remove the OEM clutch screws as indicated in the image.
Mount the X-Power cover (A) using the OEM screws and the
bushings (C). Torque the screws to the OEM suggested torque
settings as indicated in you owner’s manual.

Then, re-connect the rear brake pedal by re-inserting the brake
pedal bolt (D) and then torque to the OEM suggested torque
setting as indicated in your owner’s manual.

Rimuovere le viti originali indicate in gura. Montare la protezione
frizione X-Power (A) con le viti originali e le boccole (C).
Coppia di chiusura come riportato su manuale moto.
Riposizionare il pedale e rimettere la vite (D).
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