
Remove the original seat.
Rimuovere la sella originale.
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X-AIR SEAT GASGAS
SELLA X-AIR GASGAS
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Remove the lower saddle screw (C) from the tank.
Rimuovere dal serbatoio la vite sella inferiore (C).

Fix on the tank the washer (B) and the screw (C).
Montare sul serbatoio la rondella (B) e la vite (C).
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WARNING!
Use Acerbis’ products at your own risk. Check the safety of your device before you ride. Be sure that you follow the instructions for installing the 
Acerbis‘ products. Do not ride if there is missing or damaged hardware. If this is the case, take the item immediately back to your dealer. Make 
sure the throttle and other controls are free every time you ride. Not following these instructions and warnings could lead to interference with the 
controls, loss of control, and accidents. Acerbis recommends that installation must be done by a licensed mechanic and that only Acerbis’ original 
parts are used during installation. Acerbis makes no guarantees or representations, express or implied, regarding the fitment of its product for 
any particular purpose. Acerbis makes no guarantees or representations, express or implied, regarding the extent to which its products protect 
individuals or property from injury or death or damage.

Fix the Acerbis seat (A).
Montare la sella Acerbis (A).

A - (1 PCS) B - (1 PCS) C - (1 PCS) 

ACERBIS PARTS O.E.M ITEMS TO USE:
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