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Remount the brake pedal, inserting the split
pin. Make sure that it works correctly.
Rimontare il pedale freno, reinserendo la
coppiglia. Assicurarsi che funzioni
correttamente.

Lower the gear shift by putting the bike into
the rst gear and remove the original screws
as shown in gure.

Abbassare la leva del cambio (inserendo la
1° marcia) e rimuovere le viti originali

come indicato in gura.

Before assembling the X-Power (B), block
the bushings (C) inside the protection.

In order to ease the mounting, it is
recommended to use a screw by inserting it
in the bushings. Then pull the screw until the
bushings are stuck in their plastic seat.
Finally, remove the screw.

Prima di montare I'’X-Power (B), bloccare le
boccole (C) all'interno della protezione.

Per facilitare il montaggio, si consiglia di
utilizzare una vite inserendola dal lato interno
delle boccole stesse. Poi tirare no ad
incastrare le boccole nelle sedi della plastica
ed estrarre la vite.
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Mount the X-Power ignition protection (B)
with the original screws (D). Closing torque
as reported on the original instructions
manual of the bike.

Montare la protezione accensione X-Power
(B) con le viti originali (D). Coppia di chiusura
come riportato sul manuale originale della
moto.

Remount the original plastics.
Rimontare le plastiche originali.
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